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Tm Nylon Finishing Washers c
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Available in natural or black nylon, these molded washers protect cabinets from scratching, cover misaligned
holes, etc. May also be used as guides, bumpers and spacers.

Auveco Screw O.D. I.D. Thickness Unit
Part No. Size (A) (B) (@) Color Pkg.
13717........... #6 ......... 437"(11.10mm) ....... .143"(3.63mMm) .....ccuveeene .100"(2.54mm)............. BlacK............... 50
13718........... #8......... .515"(13.08mm) ....... A71"(4.34mMm) e, 115"(2.92mm).............. Natural ............ 50
13719........... #8 ......... .515"(13.08mm) ....... A71"(4.34mm) .. .115"(2.92mm)............. Black............... 50
13720........... #10 ....... .580"(14.73mm) ....... .191"(4.85mm) ... .152"(3.86mm)............. Natural ............ 50
13721 ........... #10 ....... .580"(14.73mm) ....... .191"(4.85mm) .....ccveeee .152"(3.86mm)............. BlacK............... 50
13723 ........... #12 ....... .609"(15.47mm) ....... .225"(5.72mm) ................ .160"(4.06mm)............. Black............... 50
13724 ........... #14 ... .683"(17.35mm) ....... .251"(6.38mm) ................ .183"(4.65mm)............. Natural ............ 50
13725........... #14 ... .683"(17.35mm) ....... .251"(6.38mMm) ................ .183"(4.65mm)............. Black............... 50

Pop on Screw Covers & Bases
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Auveco | Unit |Screw| Auveco | Unit | Color
Part No. | Pkg.| Size | Part No. | Pkg.

Covers-Matte Finish 13831* | 50 Black
Ultra Violet Stabilized Polypropylene covers and bases help shield 13839 50 #4 13832* 50 White
screws from corrosive environments. Their smooth finish forms a 1 * Black
protective barrier against rough-edges. 13840 | 50 | #6 3833 50 ac

For use with flat head and oval head [ 13834* | 50 White

tapping screws and round head 13835 | 50 Black

machine screws. 13841 50 #8

13836 | 50 White

They’re simple to use:
13837 | 50 Black

. i i 13842 #1 .
1 Placewasheroverpllotors’[artlng3 38 50 0 13838+ | 50 White

hole for screw, nail or rivet.
*1/2" O.D. ¢ 5/8" O.D.

2. Install fastener

3. Place Snap Cap over washer
At slight angle.

4. Simply push Snap Cap down firmly.

Accessories For Use On Landau Tops
. ~ : )
(F7UZ-15238A32) . .
Black Nylon 9877 T J
Stainless Steel
Door Panel Screw Cover \ 9850 10632
Head Diameter: #4-24 x 3/8 (7731589) Nylon
3/4” (19mm) 7/32" Head Diameter Natural Nylon _ _
Fits Into 5/8” (16mm) Hole Type AB ' | tandau Top Moulding Clip
Ford Econoline E150 Used In Place Of Landau Top Moulding Clip Use With Auveco
1997-On Welded Studs Use With Auveco Screw Screw 9877
On Landau Tops. 9877
UNIT PACKAGE: 25 UNIT PACKAGE: 100 UNIT PACKAGE: 100 UNIT PACKAGE: 100
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