METRIC ITEMS [ Sec. 7

J.I.S. Small Head Cap Screws
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J.I.S. B 1180 * Steel * Heat Treated ¢ 1.S.0. Class 8.8 ¢ Zinc Plated
J.I.S. fasteners have a smaller hex dimension (across the flats) than DIN or ISO metric fasteners. They fit in those

tight spots where the hex of an ISO or DIN fastener is too large. J.I.S. fasteners are OEM equipment on many
GM and Japanese import car applications.

Auveco Diameter Unit Auveco Diameter Unit
Part No. & Pitch Length Pkg. Part No. & Pitch Length Pkg.
M8-1.25 (12mm Hex) 14791 10mm-1.25 40mm 15
14777 8mm-1.25 16mm 25 14792 10mm-1.25 45mm 15
14778 8mm-1.25 20mm 25 14793 10mm-1.25 50mm 15
14779 8mm-1.25 25mm 25 14794 10mm-1.25 60mm 10
14780 8mm-1.25 30mm 25 14795 10mm-1.25 70mm 10
14781 8mm-1.25 35mm 25 M12-1.25 (17mm Hex)
14782 8mm-1.25 40mm 25 16609 12mm-1.25 20mm 10
14784 8mm-1.25 50mm 25 16610 12mm-1.25 25mm 10
M10-1.25 (14mm Hex) 16611 12mm-1.25 30mm 10
14787 10mm-1.25 20mm 25 16612 12mm-1.25 35mm 10
14788 10mm-1.25 25mm 25 16613 12mm-1.25 40mm 10
14789 10mm-1.25 30mm 25 16614 12mm-1.25 50mm 10
14790 10mm-1.25 35mm 15

DIN 960 & DIN 961
Fine Pitch Metric Hex Head Cap Screws
Fully Threaded « 8.8 Heat Treated Alloy Steel  Black Finish
Tensile Strength: 116,000 PSI

Auveco Diameter Unit Auveco Diameter Unit
Part No. & Pitch Length Pkg. Part No. & Pitch Length Pkg.
8mm (13mm Hex) 12mm (19mm Hex)
11255 8mm-1.00 10mm 10 11270 12mm-1.25 25mm 10
11256 8mm-1.00 20mm 10 14607 12mm-1.25 30mm 5
11257 8mm-1.00 25mm 10 11271 12mm-1.25 35mm 5
11258 8mm-1.00 35mm 10 14608 12mm-1.25 40mm 5
11259 8mm-1.00 40mm 10 14610* 12mm-1.25 70mm 5
14604* 8mm-1.00 50mm 25
11273 12mm-1.50 20mm 10
10mm (17mm Hex) 11274 | 12mm-150 | 30mm 10
11262 10mm-1.00 30mm 10 11275 12mm-1.50 40mm 5
11263 10mm-1.00 40mm 10 11276 12mm-1.50 50mm 5
11264 10mm-1.00 50mm 10 " o "
14605 | 10mm-1.25 | 20mm 10 mm (22mm Hex)
11265 | 10mm-1.25 | 25mm 10 14611 14mm-1.50 | 30mm 5
11266 | 10mm-1.25 |  30mm 10 14612 14mm-1.50 [ 40mm S
14613 14mm-1.50 50mm 5
11267 10mm-1.25 35mm 10
11268 10mm-1.25 40mm 10 16mm (24mm Hex)
11269 10mm-1.25 50mm 10 14616 16mm-1.50 30mm 5
14606* 10mm-1.25 60mm 10 14617 16mm-1.50 40mm 5
14618 16mm-1.50 50mm 5

*DIN 960 - Not Fully Threaded
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